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T
he placem

ent ofnew
 O

le A
sheboro houses w

ill respect the existing patterns ofthe neighborhood.

D
iagram

 ofthe O
le A

sheboro neighborhood illustrating the setbacks and zones for new
 construction.
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Setback R
equirem

ents
T

he D
esign G

uidelines for C
om

m
unity Patterns

define how
 buildings should

be situated on the various lot types proposed throughout the neighborhood.

E
ach lot type has a series of zones and setback lines that define the placem

ent

of the building on the lot and its relationship to adjacent houses on the street

and throughout the neighborhood.T
hese setback lines and building zones

create consistent and coordinated street space m
eant to preserve the valued,

historic residential patterns in O
le A

sheboro.

T
he tem

s in boldface type below
 refer to specific areas and characteristics

of a lot.T
he size of these zones and the placem

ent of the buildings on the lot

w
ith respect to these zones m

ay vary from
 one lot type to another,creating a

diverse,yet harm
onious set of streetscapes for O

le A
sheboro as the neighbor-

hood is redeveloped.T
he follow

ing areas occur on all lot types and define the

difference betw
een lots and their greater street environm

ents.

T
he Front Facade

is the front w
all of the house and shall be placed

w
ithin the Front Facade Z

one.T
he Front Facade Z

one
is a setback from

 the

front property line at a distance defined by the Front Y
ard Setback L

ine.

Porches and bay w
indow

s m
ost often project into the front yard.O

n corner

lots,a Side Street Facade Z
one

is established adjacent to the cross street

along the side of the house.A
 house is set back from

 the side property line a

defined distance (per the individual lot types described on the follow
ing

pages).Som
e lots w

ill have a R
ear L

ane Setback.T
his area defines the dis-

tance from
 the rear service drive on w

hich a structure,such as a garage,can be

located.
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L
o

t S
iz

e

W
idth:35 feet to 45 feet m

id-block and
50 feet to 60 feet on corners.
D

epth:100 feet to 120 feet.

F
ro

n
t F

a
c
a
d

e
 Z

o
n

e
/

F
ro

n
t Y

a
rd

 S
e
tb

a
c
k

T
he front facade of the house m

ust be
located betw

een 10 feet and 20 feet
from

 the front property line.Front
facades generally should be aligned w

ith
adjacent houses to create a consistent
streetscape.

S
id

e
 Y

a
rd

 S
e
tb

a
c
k

F
ive feet from

 adjacent lots.

S
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T
he side facade of the house m

ust be
located betw

een 10 and 15 feet from
 the

side street property line.Side porches,
entrances,and bay w

indow
s are encour-

aged in the Side Street Facade Z
one.

R
e
a
r S

e
rv

ic
e
 D

riv
e

F
ive feet from

 the rear property line.

P
o

rc
h

 E
n

c
ro

a
c
h

m
e
n

ts

Porches,of varying types and sizes,are
encouraged to extend a m

axim
um

 of 10
feet into the Front Facade Z

one.

G
a
ra

g
e
 R

e
q

u
ire

m
e
n

ts

G
arages should be placed 5 feet from

the rear property line at the R
ear Service

D
rive.G

arages can be either attached or
detached from

 the house.G
arages are

required on corner lots to define the
public edge and screen the view

s of back
yards.G

arages should be placed on the
Side Street Setback L

ine.D
rivew

ay
w

idth should not exceed 10 feet.

L
ot Specifications
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Side Yard Zone

S
tre
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Side Street

E
levation oftypical neighborhood houses
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L
o

t S
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e

W
idth:45 feet to 55 feet m

id-block and
50 feet to 65 feet on corners.
D

epth:100 feet to 120 feet.

F
ro

n
t Y

a
rd

 F
a
c
a
d

e
 Z

o
n

e
/

F
ro

n
t Y

a
rd
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e
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c
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T
he front facade of the building should

m
atch that of the adjacent house or

m
ediate gaps w

here house setbacks vary
w

idely.

S
id

e
 Y

a
rd

 S
e
tb

a
c
k

F
ive feet from

 adjacent lots m
idblock.

S
id
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tre
e
t S
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k
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a
c
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e
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n

e

Side facades should be located betw
een

10 and 15 feet from
 the side street prop-

erty line.Side porches,entrances,and
bay w

indow
s are encouraged in this

zone.

P
o

rc
h

 E
n

c
ro

a
c
h

m
e
n

ts

Porches are encouraged to extend a
m

axim
um

 of 10 feet into the Front
Facade Z

one.

G
a
ra

g
e
 R

e
q

u
ire

m
e
n

ts

G
arages should be detached from

 the
house.G

arage doors facing the street
should be located behind the m

ain body
of the house.G

arages can be placed to
the rear of the lot form

ing the back edge
of the back yard.G

arages are required
on corner lots,and should be placed on
the Side Street Setback L

ine.T
hese can

be accessed from
 the side street.

D
rivew

ay w
idth should not exceed 10

feet.

L
ot Specifications
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W
idth :70 feet to 90 feet m

id-block,85
feet to 105 feet on corners.
D

epth :100 feet to 120 feet.

F
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a
c
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o
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T
he front facade of the building should

be a m
axim

um
 of 25 feet and a m

ini-
m

um
 of 15 feet from

 the front property
line.A

partm
ents located on L

ee Street
and B

ennett Street should be set back a
m

inim
um

 of 20 feet and a m
axim

um
 of

30 feet from
 the street.

S
id

e
 Y

a
rd

 S
e
tb

a
c
k
/

S
id

e
 S

tre
e
t F

a
c
a
d

e
 Z

o
n

e

Side facades m
ust be located betw

een 10
and 15 feet from

 the side street property
line.Side entrances,porches,and bay
w

indow
s are encouraged in this zone.

T
he Side Street Setback L

ine is 15 feet
from

 the side street property line.

R
e
a
r S

e
rv

ic
e
 D

riv
e
 S

e
tb

a
c
k

B
uildings should be located a m

inim
um

of 15 feet from
 the rear parking zone.

P
o
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h

 E
n

c
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a
c
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m
e
n

ts

Porches are encouraged and m
ay extend

a m
axim

um
 of 10

feet into the Front
and Side Street Facade Z

ones.

G
a
ra

g
e
 R

e
q

u
ire

m
e
n

ts

G
arages are optional and should be

placed 5 feet from
 the rear property line.

L
ot Specifications
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M
ixed-U

se L
ots
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L
ot w

idths vary,there are no m
inim

um
or m

axim
um

 dim
ensions except to

respect typical traditional types.L
ot

depths should be a m
inim

um
 of 80 feet

to accom
m

odate rear parking and circu-
lation.

F
ro

n
t F

a
c
a
d

e
 Z

o
n

e
/

F
ro

n
t Y

a
rd

 S
e
tb

a
c
k

T
he front facade of the building should

be located betw
een zero and 5 feet from

the front property line.T
he buildings

should create a continuous street w
all.

G
aps betw

een buildings should be no
greater than 10 feet to provide public

access to parking.T
here should be only

one or tw
o gaps in a street w

all of 300
feet.

S
id

e
 S

tre
e
t S

e
tb

a
c
k
/

S
id

e
 S

tre
e
t F

a
c
a
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T
he side facade should be located

betw
een 0 and 10 feet from

 the side
street property line.Z

ero lot line is rec-
om

m
ended.Sidew

alks connecting the
parking zone and the front sidew

alk at
intervals betw

een buildings are encour-
aged.

R
e
a
r L

a
n

e
 S

e
tb

a
c
k

B
uildings should be set back from

 the
rear property line a m

inim
um

 of 25 feet

to accom
m

odate a single bay of parking
and a m

axim
um

 of 75 feet to accom
m

o-
date tw

o bays of parking and a sidew
alk

along the rear of the building.

G
a
ra

g
e
 a

n
d

 P
a
rk

in
g

 R
e
q

u
ire

m
e
n

ts

Parking structures are encouraged and
should be located behind buildings at
the center of the block.A

 30-foot alley
should be located betw

een the parking
garage and the rear of buildings to
accom

m
odate service and circulation.

Surface parking should occur m
id-block

in orderly 60-foot bays.

L
ot Specifications
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Street

S
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Perspective ofm
ixed-use buildings

U
s
e
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q
u
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m
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G
round-floor uses m

ust be active and
pedestrian-oriented per the C

ity of
G

reensboro T
raditional N

eighborhood
D

evelopm
ent O

rdinance.
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A
rchitectural D

esign G
uidelines

o
le a

sh
eb

o
r

o
 h

o
u

se
s

have a distinctive character that defines the

neighborhood w
ithin the greater C

ity of G
reensboro.W

hile several of the

traditional houses in O
le A

sheboro rem
ain and som

e have even been restored,

there is a substantial m
ix of early tw

entieth century architectural styles that

m
ake up m

uch of the neighborhood fabric.In recent years,new
 housing has

been built that creates a distinctly different character w
hen com

pared to the

historic styles found throughout the neighborhood.T
he proposed guidelines

are intended to lead design and developm
ent of new

 housing in w
ays that

build upon the neighborhood’s unique sense of place and character.T
hree

architectural vocabularies w
ill define the neighborhood – C

olonial R
evival,

V
ictorian,and C

raftsm
an.T

hese styles are found throughout the historic

neighborhoods in G
reensboro such as O

le A
sheboro,F

isher Park,and

A
ycock.T

he architectural guidelines on the pages w
hich follow

 call for houses

to be designed in one of these three vocabularies to both strengthen and pre-

serve the distinct quality of the neighborhood.
C

raftsm
an

V
ictorian 

C
olonial R

evival

M
ixed-U

se
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O
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H
istory &

 C
haracter

t
h

e o
le a

sh
eb

o
r

o
 c

o
lo

n
ia

l r
e

viva
l house is based on

C
olonial R

evival styles prevalent throughout the country in the late nine-

teenth and early tw
entieth centuries.E

lem
ents from

 C
lassical and C

olonial

houses w
ere com

bined and m
odified to produce a new

 revival vocabulary that

becam
e popular in the latter part of the nineteenth century.T

his m
ingling of

architectural elem
ents produced a w

ide variety of expressions and form
s in the

C
olonial R

evival house.M
any of these houses have elaborate entrances,cor-

nice treatm
ents,and w

indow
 com

positions.W
indow

s tend to be w
ider in pro-

portion and m
ore free in com

position than the original C
lassical houses.

M
any of the houses incorporate deep front porches,running the entire face of

the front facade and often w
rapping around the side.A

ccent w
indow

s are

often used over the central door location.

E
s
s
e
n

tia
l E

le
m

e
n

ts
 o

f 

O
le

 A
s
h

e
b

o
ro

 C
o

lo
n

ia
l R

e
v
iv

a
l

1
Sim

ple,straightforw
ard volum

es w
ith

porches added to m
ake m

ore
com

plex shapes

2
A

n orderly,sym
m

etrical relationship
betw

een w
indow

s,doors,and
building m

ass

3
Sim

plified versions of C
lassical

details and colum
ns,occasionally

w
ith C

lassical orders used at the
entry

1

2

3

Tw
o-story hip m

assing w
ith w

raparound porch
Tw

o-story side gable m
assing w

ith front porch
Tw

o-story gam
brel m

assing w
ith front porch

H
istorical character sketch ofa C

olonial R
evival H

ouse
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O
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M
a
s
s
in

g
 D

ia
g

ra
m

s
M

assing and C
om

position

M
a
s
s
in

g

A
T
w

o
-S

to
ry

 N
a
rro

w

H
ipped or front-gabled rectangular vol-

um
e.R

oof pitch is typically 6 to 8 in 12.
G

abled- or hipped-front porches are
com

m
on.Porches m

ay be either one- or
tw

o-story.

B
T
w

o
-S

to
ry

 C
ro

s
s
 G

a
b

le

C
ross-gabled volum

e w
ith an 6 to 8 in

12 gable facing the street.T
he w

idth of
the gable facing the street is typically
one-half to tw

o-thirds the w
idth of the

m
ain body for houses up to 32 feet

w
ide,and tw

o-fifths that of the m
ain

body for houses 36 feet and over.T
his

m
assing typically accom

m
odates a con-

tinuous porch w
ith shed roof located

betw
een the legs of the L

.

C
T
w

o
-S

to
ry

 B
o

x
-L

H
ipped or side-gabled volum

e w
ith a 6

to 8 in 12 pitch and intersecting front
and side w

ings.T
he front-facing w

ing
m

ay have either a gable- or hipped-
front.T

he relationship of the front w
ing

is typically tw
o-thirds the w

idth of the
m

ain body w
ith the side w

ing projecting
an equivalent am

ount to create a nesting
effect.T

his m
assing typically accom

m
o-

dates a porch w
ith shed roof w

rapping
the m

ain body betw
een the tw

o w
ings.

D
G

a
m

b
re

l

R
ectangular volum

e w
ith a gam

brel roof
parallel to the street.R

oof pitch is nearly
vertical on the low

er slope and 6 in 12 at
the top.O

ne-story tem
ple front porches

centered on the front facade or full-
front,integral porches are typical.

E
T
w

o
-S

to
ry

 B
a
s
ic

H
ipped or side-gabled rectangular vol-

um
e.R

oof pitch is typically 6 to 8 in 12.
O

ne-story tem
ple front or hip front

porches,placed sym
m

etrically on the
front facade.T

w
o-story center porches

are also perm
itted.Porches are m

ost
often one-fifth the length of the m

ain
body,and,occasionally,three-fifths or
the entire length of the front facade.

F
a
c
a
d

e
 C

o
m

p
o

s
itio

n

C
olonial R

evival facade com
position is

characterized by a sym
m

etrical and bal-
anced placem

ent of doors and w
indow

s.
Standard w

indow
s m

ost often occur as
singles,or in pairs.E

ntrance doors are
generally located in the corner of narrow
houses and the center of w

ide houses.

C
o

m
b

in
a
tio

n
s

C
om

plex form
s and larger living spaces

m
ay be created by com

bining side
and/or rear w

ings w
ith the m

ain body.
T

he architectural character of the
attached parts should m

atch that of the
m

ain body.W
ings m

ust also conform
 to

all set back requirem
ents (see

C
om

m
unity Patterns).

E
 Tw

o-story B
asic

A
Tw

o-story N
arrow

B
Tw

o-story C
ross G

able
C

 Tw
o-story G

able-L
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8
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3
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4
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2
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3
0
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4
0
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1
/3

1
/3

1
/3

1
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2
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1
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1
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1
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1
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1
/2

1
/2

1
/2

2
/3

2
/5

1
/5

1
/5

1
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1
/3

1
/2

1
/2

D
 G

am
brel

3
0
'–

4
0
'

3
0
'–

4
0
'

1
/2

1
/2

3
/8

3
/8

1
/4

2
4
'–

3
2
'

1
/2

1
/2

1
8
'–

2
2
'

1
8
'–

2
2
'

1
8
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2
2
'

1
/3

2
/3

2
4
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3
2
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1
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1
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2
2
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2
8
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1
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O
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R
o

o
f

T
he roof pitch on C

olonial R
evival

houses varies from
 6 to 10 in 12.For

G
able L

 form
s,the pitch on the street

facing gables range from
 8 to 10 in 12.

E
a
v
e
s

T
he O

le A
sheboro C

olonial R
evival

house typically have one of three eave
profiles:

A
B

oxed eave,w
ith an 8-inch soffit

depth;shallow
 soffit on the rake,the

classic C
olonial R

evival eave detail.

B
D

eep boxed eave w
ith heavy brackets,

frequently used w
ith hipped roofs.

C
B

oxed eave m
odified for gam

brel
roofs.

E
ave profiles typically have an 8- to

12-inch frieze board above the w
indow

head trim
.T

his frieze board m
ay either

touch the w
indow

 head trim
 directly,or

rest above.

W
all Section &

 E
ave D

etails
W

a
ll

O
ne-story houses have a m

inim
um

floor-to-ceiling height of 10
feet.T

w
o-

story houses have a m
inim

um
 floor-to-

ceiling height of 9
feet on the first floor,

and 8
feet on the second floor.Standard

w
indow

 head heights are 8
feet on the

first floor,and 7 to 8
feet on the second

floor.O
n clapboard houses,corner

boards should be m
inim

um
 nom

inal ⁵⁄₄
by 6

inches.

B
a
s
e

T
he first floor of the C

olonial R
evival

house is set a m
inim

um
 of 30

inches
above finished grade.O

n stucco or brick
houses,the w

ater table should project
2

inches from
 the w

all.C
lapboard

houses should have an 8-inch high skirt
board.W

hen foundation vents are used,
they should be centered under w

indow
s.

E
a
v
e
s

B
o

x
e
d

 E
a
v
e
 R

e
tu

rn

D
e
e
p

 B
ra

c
k
e
t B

o
x
e
d

 E
a
v
e

1
’ to

 1
’6

”

7
-1

0

1
2

10”

8'-0"9'-0"

T
y
p

ic
a
l M

a
n

s
a
rd

 E
a
v
e

8
"

P
a
rtia

l E
le

v
a
tio

n
 a

n
d

 S
e
c
tio

n

8”
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O
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a

r
c

h
i

t
e

c
t

u
r

a
l

 
g

u
i

d
e

l
i

n
e

s
d

5

5'-2'' 12''–14''

3
'-0

''
6
''

W
indow

s &
 D

oors

A
c
c
e
n

t W
in

d
o

w
s

A
n

g
le

d
 B

a
y
 W

in
d

o
w

W
in

d
o

w
s

5'-10"

3
'-0

"

6"

6
"

6
"

D
o

o
rs

D
oors typically have six panels,w

hile
surrounds frequently incorporate side-
lights and transom

s.D
oors are typically

6-feet 8-inches tall and 3-feet w
ide.

T
rim

W
indow

s and doors feature a 6-inch-
w

ide flat trim
 w

ith or w
ithout a cap

m
olding,or a 6-inch backband trim

.
B

rick buildings feature 2-inch brick-
m

old.

S
h

u
tte

rs

Shutters are encouraged.If shutters are
installed,they should be operable as w

ell
as sized and m

ounted to cover the adja-
cent w

indow
 or door.

S
ta

n
d

a
rd

 W
in

d
o

w
s

W
indow

 openings are typically horizon-
tal in proportion.Single w

indow
s are

typically w
ide double-hung w

ith 8 over
8 patterned sash.Paired and triple w

in-
dow

s are either double-hung w
ith 6 over

6 patterned sash or tall casem
ent w

in-
dow

s at the first floor below
 a single

w
ide double-hung.C

asem
ent w

indow
s

in groups of tw
o or three on the first

floor are encouraged for G
arrison

R
evival houses.

S
p

e
c
ia

l W
in

d
o

w
s

Special w
indow

s include angled bay
w

indow
s,picture w

indow
s,and pedi-

m
ented dorm

er.B
ay w

indow
s should

extend to the ground w
henever possible,

otherw
ise bay w

indow
s supported on

heavy brackets are acceptable.Sm
all

square and rectangular w
indow

s are
often used as an accent in gable ends or
on the second floor above the entrance.

D
o

rm
e
r

D
o

o
rs

S
p

e
c
ia

l W
in

d
o

w
s

6"

4
'-0

"

8"

6
''

AA

B
B

S
e
c
tio

n
 A

-A

S
e
c
tio

n
 B

-B

7'' 5''

6
''

1 1/2''

3
½

'' m
in

.

1
'-6

"
1
'-6

"

3
'-0

"
1'-6"

1'-0"

1'-0"

3
'-0

"

6"1'-6"3"6'-8"

3
'-0

"

x"x'-x"

3
'-0

"

5'-6" 5'-2"

3
'-8

"

5'-6"

2
'-0

"

6'-6"

S
e
c
o

n
d

 F
lo

o
r

F
irs

t F
lo

o
r

5'-2"

3
'-0

"

3
'-0

"

5'-2"

3
'-0

"

T
y
p

ic
a
l W

in
d

o
w

 D
e
ta

il

5/4"
5 1/2"

1 1/2"

3
'-0

"
1
'-9

"

13'-6"

9'-11"2'-0" 1'-4"
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g

u
i

d
e

l
i

n
e

s
d

6

Porches
P

o
rc

h
 R

o
o

fs
 &

 E
a
v
e
s

Porches can be one or tw
o stories tall

w
ith either flat,shed,or shallow

 hipped
roofs.Shed or hippped porches typically
have a 3 in 12 to 4 in 12 pitch.

C
o

lu
m

n
s
 &

 R
a
ilin

g
s

C
olum

ns include 10- and 12-inch round
D

oric;12-inch Ionic;three-quarter-
height paired D

oric;and 8- to 10-inch,
full-height,tapered box colum

ns.
Single-story porches have 8- to 9-foot
tall colum

ns,and colum
ns on tw

o-story
porches are 8- to 9-feet tall on the
ground floor and 8- to 9-feet tall on the
second.For double porches w

ith classi-
cal or tapered colum

ns,12-inch w
ide

colum
ns are used on the ground floor,

w
hile 10-inch colum

ns are used above.
Porch colum

n bays should be m
ore nar-

row
 than w

ide.B
alusters should be

turned or square,and spaced no m
ore

than 4 inches on center.

P
o

rc
h

 L
o

c
a
tio

n
 &

M
a
s
s
in

g

Full front porches are encouraged on
O

le A
sheboro C

olonial R
evival houses.

Sm
aller porches should be centered in

the m
assing bay in w

hich they occur
(see the M

assing &
 C

om
position page).

M
inim

um
 porch depth is 8 feet.For

w
ood deck porches,the gaps betw

een
brick piers are infilled w

ith lattice pan-
els.Solid porches should be faced in
brick or stucco if appropriate.

D
o

ric
/T

u
s
c
a
n

P
a
ire

d

H
a
lf-H

e
ig

h
t

1
0
"
-1

2
"
 d

ia
.

8
"
 d

ia
.

C
o

lu
m

n
 T

y
p

e
s

S
q

u
a
re

 B
o

x

8
"
-1

0
"
 s

q
.

Partial elevation

8'-0"

AA

Io
n

ic

1
2
"
 d

ia
.

2'-6" min. height
to porch floor

2'-7¼"

3'-0"

R
a
il D

e
ta

ils

S
e
c
tio

n
 A

-A

F
ra

m
e

M
a
s
o

n
ry 3

½
"
 

3
½

"
 

3¼" 3" 

1
½

"
 s

q
.

7'-0"

F
ront porch
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s
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7

M
aterials &

 Possibilities

2
4
'–

2
8
' 

M
a
te

ria
ls

S
id

in
g

:Stucco,w
ood,fiber cem

ent
board,or shingles.Q

uality vinyl prod-
ucts w

ill be considered

R
o

o
fin

g
:C

edar shakes;standing seam
m

etal (black,red,or dark green),asphalt,
or fiberglass shingles w

ith a heavy pro-
file to m

im
ic natural m

aterials.C
oncrete

tile not perm
itted.

W
in

d
o

w
s
:

D
ouble-hung,energy-effi-

cient w
ood,

P
V

C-clad,alum
inum

-clad,
or alum

inum
,w

ith external divided
lights (¼

-inch m
untins m

inim
um

) or
solid vinyl

T
rim

:Stucco,w
ood,fiber cem

ent board,
com

position board,or polym
er m

illw
ork

for built-up sections.H
istoric reproduc-

tions of polym
er are also perm

itted.

C
o

lu
m

n
s
:H

istoric reproductions of
w

ood,polym
er,or fiberglass w

ith 
classical entasis and proportions.

R
a
ilin

g
s
:W

ood-m
illed top and bottom

rails w
ith straight or turned balusters.

S
o

ffits
 a

n
d

 P
o

rc
h

 C
e
ilin

g
:Sm

ooth sur-
face com

position board,plaster,
T

&
G

w
ood,stucco,or polym

er historic repro-
ductions.

G
u

tte
rs

:O
gee or half-round prim

ed or
pre-finished m

etal.
P

V
C

is also accept-
ablein a color that m

atches trim
.

D
o

w
n

s
p

o
u

ts
:R

ectangular or round
prim

ed or pre-finished m
etal.

P
V

C
is

also perm
itted

in a color that m
atches

trim
.

S
h

u
tte

rs
:H

istoric w
ood,polym

er,light-
w

eight cem
ent or fiberglass reproduc-

tions m
ounted as if operable.

F
o

u
n

d
a
tio

n
s
:C

oncrete,brick,or stone
veneer.

C
h

im
n

e
y
s
:Stucco,brick,or stone.

F
ro

n
t Y

a
rd

 F
e
n

c
e
s
:W

ood,pre-finished
m

etal,stone,or m
asonry.

R
e
a
r Y

a
rd

 F
e
n

c
e
s
:W

ood,pre-finished
m

etal,or m
asonry.

3
2
'–

3
6
'

E
Tw

o-story basic

B
Tw

o-story cross gable

P
o

s
s
ib

ilitie
s

2
4
'–

2
8
'

A
Tw

o-story narrow

2
4
'–

2
8
'

E
O

ne-story basic

2
8
'–

3
2
'

E
O

ne-story basic

2
4
'–

3
2
'

E
O

ne-and-one-half-story basic

2
4
'–

3
2
'

2
2
'–

2
8
'

3
0
'–

3
6
'

D
G

am
brel

A
Tw

o-story narrow
E

Tw
o-story basic
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c
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t
u

r
a

l
 

g
u

i
d

e
l

i
n

e
s

d
8

H
istory &

 C
haracter

t
h

e o
le a

sh
eb

o
r

o
 vic

t
o

r
ia

n
 h

o
u

se
is designed in the tradi-

tion of C
arpenter G

othic cottages and the Italianate R
evival styles popular in

the last half of the nineteenth century.T
hese are the form

al,urban houses

found in the center of m
any N

orth C
arolina tow

ns.Pattern B
ooks by

A
ndrew

 Jackson D
ow

ning and others provided a resource for building in

these styles.C
arpenter G

othic architecture w
as popular during this sam

e tim
e

period and w
as also featured in D

ow
ning’s Pattern B

ooks.M
any N

orth

C
arolina tow

ns and villages boast a rich variety of V
ictorian cottages.T

he

house form
s are playful and ‘decorated’w

ith ornam
ental cut w

ood on porches

and steeply pitched gable ends and dorm
er,boasting a variety of siding and

trim
 colors,even on sim

ple-m
assed form

s.

Tw
o-story gable L

 m
assing 

Tw
o-story gable m

assing w
ith three-sided porch

E
s
s
e
n

tia
l E

le
m

e
n

ts

C
a
rp

e
n

te
r G

o
th

ic

·
Steeply pitched gable roofs

·
C

ut w
ood ornam

ent,often w
ith

natural form
s such as leaves and

vines

·
W

ood clapboard or board-and-
batten siding

·
V

ertical proportions for w
indow

s and
doors

·
A

sym
m

etrical and com
plex m

assing
and configuration of elem

ents

Ita
lia

n
a
te

·
Shallow

 pitched gable or hipped
roofs

·
D

eep,ornate cornice w
ith brackets

·
Sim

ple,rectilinear form
s

·
V

ertical proportions for w
indow

s,
w

hich are often paired

·
A

n orderly relationship am
ong

w
indow

s,doors,porches,and roof
form

s

O
ne-story gable m

assing
O

ne-and-one-half-story gable m
assing w

ith front porch
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g
u

i
d

e
l

i
n

e
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d
9

M
a
s
s
in

g
 D

ia
g

ra
m

s
M

assing &
 C

om
position

B
O

ne-and-one-
half-story basic

D
O

ne-and-one-half-
story gable L

A
Tw

o-story basic
C

Tw
o-story gable L

M
a
s
s
in

g

A
T
w

o
-S

to
ry

 B
a
s
ic

H
ipped or side-gabled rectangular vol-

um
e,often w

ith a dorm
er flush to the

front facade.R
oof pitch is typically 8 to

10 in 12.Sym
m

etrically placed gabled or
shed dorm

er w
ith 6 in 12 or 12 in 12

roof pitches.O
ne-story shed or hip

front porches from
 one-fifth to the full

length of the m
ain body.

B
O

n
e
-a

n
d

-O
n

e
-H

a
lf-S

to
ry

 B
a
s
ic

Side-gabled rectangular volum
e,often

w
ith a dorm

er flush to the front facade.
R

oof pitch is typically 10 in 12 for the
m

ain body and 12 in 12 for the dorm
er.

O
ne-story shed or hip front porches

from
 one-fifth to the full length of the

m
ain body.

C
T
w

o
-S

to
ry

 G
a
b

le
 L

C
ross-gabled volum

e w
ith a 12 in 12

gable facing the street.T
he w

idth of the
gable facing the street is typically half
that of the m

ain body for houses up to
36 feet w

ide and tw
o-fifths that of the

m
ain body for houses 36 feet w

ide and
greater.T

his m
assing typically accom

-
m

odates a continuous porch w
ith shed

roof located betw
een the legs of the L

.
C

orner house porches should w
rap

around the side of the house.

D
O

n
e
-a

n
d

-O
n

e
-H

a
lf-S

to
ry

 G
a
b

le
 L

C
ross-gabled volum

e w
ith a 12 in 12

gable facing the street,often w
ith a

dorm
er flush to the front facade.T

he
w

idth of the gable facing the street is
typically one-third that of the m

ain
body for houses up to 36 feet w

ide and
tw

o-fifths that of the m
ain body for

houses 36 feet w
ide and greater.Full

front porches are typical betw
een the

legs of the L
.

C
o

m
p

o
s
itio

n

V
ictorian facade com

position is charac-
terized by a sym

m
etrical and balanced

placem
ent of doors and w

indow
s.

Individual double-hung w
indow

s are the
m

ost com
m

on type.E
ntrance doors are

generally located in the corner of narrow
houses and the center of w

ide houses.
B

ay w
indow

s are typically used on the
ground floor.Paired w

indow
s are often

used in the forw
ard gable of the gable L

(m
assing types C

 and D
).

1
/5

1
/5

1
/5

1
/5

1
/5

1
/5

1
/5

1
/5

1
/5

1
/5

1
/4

1
/4

1
/4

1
/4

1
/4

1
/4

1
/4

1
/4

1
/3

1
/3

1
/3

1
/3

1
/3

1
/3

1
/5

1
/5

1
/5

1
/5

1
/5

1
/4

1
/4

1
/4

1
/4

3
/8

3
/8

1
/4

3
/8

3
/8

1
/4

2
/5

3
/5

3
6
'—

4
0
'

2
4
'—

3
2
'

2
8
'—

3
6
'

2
8
'—

3
6
'

3
6
'—

4
0
'

3
2
'—

3
6
'

3
2
'—

3
6
'

3
2
'—

3
6
'

3
6
'—

4
0
'

3
6
'—

4
0
'

3
6
'—

4
0
'

1
/4

3
6
'—

4
0
'

1
/4

1
/4

1
/4
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E
a
v
e
s

O
le A

sheboro V
ictorian

W
all Section &

 E
ave D

etails
R

o
o

f

T
he roof pitch on m

ost O
le A

sheboro
houses varies from

 8 to 12 in 12.Slate,
shingles,and m

etal are appropriate roof-
ing m

aterials.

E
a
v
e
s

T
w

o eave types define this V
ictorian

style,one m
ore form

al than the other.
T

he boxed eave,w
ith frieze,is the

m
ore form

al option.T
his eave typically

has brackets,either horizonal or vertical
in proportion.T

he boxed eave w
ith

sloped soffit is often hipped.Its rake
features an overhang w

ith a sim
ple

vergeboard.E
ave profiles have a 12- to

16-inch frieze board.E
ave returns

should have m
etal flashing back to the

w
all at a m

axim
um

 slope of 2 in 12.

W
a
ll

For one-story buildings,the m
inim

um
floor-to-ceiling height is 10 feet.For
buildings greater than one story,the
m

inim
um

 floor-to-ceiling height is 10
feet for the first floor and 9 feet for the
second floor.W

indow
 head heights

should be 8 feet for the first floor and 7
feet for the second floor.C

orner boards
should be no less than nom

inal ⁵⁄₄
by 6

inches.

B
a
s
e

T
he first floor of the V

ictorian house is
set three feet above the finished grade.
V

ictorian houses should have an 8-inch
skirt board.W

hen foundation vents are
used,they should be centered under
w

indow
s.

1
'-9

"

8

1
2

1'-6"

8

1
2

12” - 16” 6"
1
’6

”
"

8

1
2

8'-0"

9'-0" 8'-0"

7'-0"

8'-0"

8

1
2

P
a
rtia

l E
le

v
a
tio

n
 a

n
d

 S
e
c
tio

n

B
o

x
e
d

 E
a
v
e
 - S

lo
p

e
d

B
o

x
e
d

 E
a
v
e
 - S

lo
p

e
d

,
S

e
c
tio

n

B
o

x
e
d

 E
a
v
e
 R

e
tu

rn
 w

ith
 F

rie
z
e
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D
o

rm
e
r

S
p

e
c
ia

l W
in

d
o

w
s

W
indow

s &
 D

oors
D

o
o

rs

D
oors are centered in their bays and are

either paneled or glazed w
ood doors.

D
ouble doors are often used as w

ell as
single doors w

ith sidelights and tran-
som

s.

T
rim

W
indow

s and doors typically have a
5½

-inch-w
ide trim

 w
ith a cap m

olding.

S
h

u
tte

rs

Painted,operable shutters are encour-
aged on single w

indow
s.Shutter styles

can either be paneled or louvered.

S
ta

n
d

a
rd

 W
in

d
o

w
s

W
indow

s are typically vertical in pro-
portion w

ith narrow
 w

idths from
 2 feet

to 3 feet.T
w

o basic w
indow

 patterns are
1 over 1 and 2 over 2 double-hung w

ith
w

ide trim
.T

he w
indow

 often has a dec-
orative header.Italianate houses often
have w

indow
s w

ith rounded upper
sashes and ornate trim

.

S
p

e
c
ia

l W
in

d
o

w
s

Special w
indow

s include box bay w
in-

dow
s,paired dorm

er w
indow

s,and
round top w

indow
s.B

ox bay w
indow

s
have a continuous base to the ground.

D
o

o
rs

6'-8"

3
'-0

"
3
'-0

"

P
a
ire

d
 W

in
d

o
w

2
'-8

"

5'-6"

2
'-8

"

5'-10"

2
'-8

"

6'-2"

2
'-8

"

S
e
c
o

n
d

 F
lo

o
r

F
irs

t F
lo

o
r

7"

5
 1

/2
"

7"

7"

5
 1

/2
"

4
 1

/2
"

W
in

d
o

w
s

2
'-0

"

4'-0"

3
 ½

"

G
a
b

le
 E

n
d

 W
in

d
o

w

B
o

x
 B

a
y

1'-3" 5'-9" 2'-6"

2
'-4

"

2
'-6

"

5
 ½

"

2'-3"
7"4"

1
'-6

"

3
'-0

"

6'-8" 1'-10"

1
2

1
2

2
'-6

"
6
"

6
"

10"
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Porches

P
o

rc
h

e
s

Porches can be one or tw
o stories tall

w
ith flat,shed,or shallow

 hipped roofs.
Full porches m

ay be integrated under
the house’s m

ain roof.Shed or hip
porches have a 3 in 12 to 4 in 12 pitch.
E

xposed rafter tails are typically 2 x 8
and occur 14 to 16 inches on center.
E

ntablatures are generally classically
proportioned and detailed.

C
o

lu
m

n
s
 &

 R
a
ilin

g
s

C
olum

n types include turned colum
ns

from
 8-inch-square stock,8-inch-

square posts,and 8- to 10-inch-diam
e-

ter D
oric and T

uscan colum
ns.F

irst
floor colum

ns are 9- to 10-feet tall,
w

hile second floor colum
ns are 8- to 9-

feet tall.T
urned or square balusters are

spaced no m
ore than 4 inches apart.

Porch bays should be vertically propor-
tioned.F

lat cut ornam
ental balusters are

also used,w
ith square or turned

colum
ns.Square pattern lattice is used

as infill betw
een piers at the foundation.

B
ra

c
k
e
ts

B
rackets range from

 sim
ple designs cut

from
 boards to m

ore elaborate turned
w

ood or jigsaw
-cut openw

ork.B
rackets

are a m
inim

um
 of 2 inches thick.

A
rchw

ay bracketing can be used to form
portals over key entry locations.

P
o

rc
h

 L
o

c
a
tio

n
 &

 M
a
s
s
in

g

Full front porches are encouraged on
V

ictorian houses.Porches can be used to
w

rap the corner of a house,or fill in the
void created by an L

-shaped plan.T
he

m
inim

um
 porch depth is 8

feet.

S
q

u
a
re

 C
h

a
m

fe
re

d
T
u

rn
e
d

2'-2"

6
"

6
"

2'-6"

6
"

1
'-6

"

1'-2"

6
"

S
q

u
a
re

 
S

q
u

a
re

 C
h

a
m

fe
re

d

1'-2"

C
o

rn
ic

e
 D

e
ta

il

1'-6" 10" 8"

R
a
il D

e
ta

ils

2
 1

/2
"

3
 1

/2
"

2 1/2"2 1/2"

2
"

tu
rn

e
d

3
 1

/2
"

3
 1

/2
"

3 1/4" 3"

1
 1

/2
"
 s

q
.

P
o

rc
h

 R
a
ilin

g
 S

e
c
tio

n

2'-3¼"

2'-6"

Partial elevation
F

ront porch

C
o

lu
m

n
 T

y
p

e
s
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M
aterials &

 Possibilities
M

a
te

ria
ls

S
h

u
tte

rs
:Panel or louver,painted;

encourage m
ounting as if operable;or

operable.W
idth of shutter equals 50%

of sash w
idth.

S
id

in
g

:W
ood,com

position board,
fiber-cem

ent board,or vinyl w
ith

beveled,shiplap or beaded lap profile.
C

om
m

on brick in F
lem

ish,C
om

m
on or

E
nglish bond patterns.

R
o

o
fin

g
:M

etal,slate,asphalt,or fiber-
glass shingles.

W
in

d
o

w
s
:D

ivided light sash w
ith sill

or G
B

G
 or solid vinyl

T
rim

:W
ood,com

position board,fiber-
cem

ent board,and m
olded m

illw
ork for

built-up sections;corner boards ⁵⁄₄
x 6

inches.

S
o

ffits
 a

n
d

 P
o

rc
h

 C
e
ilin

g
s
:

G
W

B
,

plaster,T
&

G
 w

ood or com
posite (con-

tinuous perforated soffit m
aterials not

perm
itted).

G
u

tte
rs

:H
alf round or ogee profile in

m
etal.

D
o

w
n

s
p

o
u

ts
:R

ound or rectangular in
m

etal.

F
o

u
n

d
a
tio

n
s
:C

om
m

on brick,
stone/cast stone on front facade and side
street facade w

hen on corner lot.

C
o

lu
m

n
s
:W

ood,fiberglass,or 
com

posite.

R
a
ilin

g
s
:W

ood,m
etal,or other com

-
posite m

aterials that m
eet dim

ensional
and shape requirem

ents of precedents.

C
h

im
n

e
y
s
:C

om
m

on brick and
stone/cast stone.

F
ro

n
t Y

a
rd

 F
e
n

c
e
s
:Painted w

hite
picket,or pre-finished com

posite m
ate-

rial such as P
V

C
 or vinyl and m

etal.

R
e
a
r Y

a
rd

 F
e
n

c
e
s
:Painted w

ood,w
hite

com
posite m

aterial such as P
V

C
 or

vinyl;pre-finished m
etal.

3
2
'–

 3
6
'

2
4
'–

 2
8
'

3
6
'–

4
0
'

P
o

s
s
ib

ilitie
s

2
4
'

2
8
'

3
2
'

2
4
'

D
Tw

o-story gable L

x
type

x
type

x
O

ne-story gable L

A
Tw

o-story basic

x
Tw

o-story gable L
B

O
ne-story basic
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H
istory &

 C
haracter

o
le a

sh
eb

o
r

o
 c

r
a

ft
sm

a
n

 h
o

u
se

s
are derived from

 the tradi-

tions of bungalow
 design found throughout N

orth C
arolina.D

uring the early

tw
entieth century,m

any local builders picked up elem
ents of the style from

house plan publications and m
ail order house plans.T

he A
rts &

 C
rafts m

ove-

m
ent espoused a sim

ple,decorative expression of structural elem
ents and

built-in furniture found suitable for estate and cottage hom
es.W

hile the

region is hom
e to m

any sm
all C

raftsm
an cottages,it also features a w

ide vari-

ety of full tw
o-story types and larger estate houses designed and built during

this period.

T
he O

le A
sheboro C

raftsm
an is characterized by broad,open porches

w
ith brackets,roofs w

ith deep overhangs and exposed rafter tails or decorative

brackets,asym
m

etrical com
positions,grouped w

indow
s w

ith a variety of

upper m
untin patterns,and expressive trim

.

Tw
o-story front gable w

ith full front porch
O

ne-and-one-half-story front gable m
assing w

ith side porch
O

ne-story front gable L
 m

assing w
ith front porch

O
ne-and-one-half-story side gable w

ith w
raparound porch (F

isher Park)

E
s
s
e
n

tia
l E

le
m

e
n

ts
 o

f 

O
le

 A
s
h

e
b

o
ro

 C
ra

fts
m

a
n

1
Shallow

-pitched roofs w
ith deep 

overhangs

2
D

eep,broad porch elem
ents w

ith
expressive structural com

ponents

3
E

xpressive structural elem
ents such 

as brackets,exposed rafter tails,and
colum

ns

4
A

 m
ixture of m

aterials such as 
brick,shingles,and siding

5
A

sym
m

etrically balanced w
indow

and door com
positions

1

2

3

4

5

T
ypical C

raftsm
an house w

ith let-in porch
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M
a
s
s
in

g

A
T
w

o
-s

to
ry

 B
a
s
ic

Side-gabled rectangular volum
e w

ith
roof pitch of 6 to 8 in 12.O

ne-story,
gabled front porches,typically placed to
one side.Porches are m

ost often a m
ini-

m
um

 of tw
o-fifths the length of the

m
ain body,and,occasionally,the entire

length of the front facade.

B
O

n
e
-a

n
d

-O
n

e
-H

a
lf-S

to
ry

 S
id

e

G
a
b

le

Square volum
e w

ith a 3 to 5 in 12 side-
gabled roof.Integral front porch that
ranges from

 half to the full length of the
front facade.Sym

m
etrically placed

gabled or shed dorm
er w

ith 3 in 12 roof
pitch.

C
O

n
e
-a

n
d

-O
n

e
-H

a
lf-S

to
ry

 G
a
b

le
 L

C
ross-gabled volum

e w
ith a 6 in 12

gable facing the street.C
ross gable can

have a low
er slope.T

he w
idth of the

gable facing the street is typically half
that of the m

ain body for houses up to
32 feet w

ide and tw
o-fifths that of the

m
ain body for houses 36 feet and over.

T
his m

assing accom
m

odates a variety of
porch options,often w

ith a gable
em

phasizing the entrance.

B
O

ne-and-one-half-story
side gable

M
assing &

 C
om

position
M

a
s
s
in

g
 D

ia
g

ra
m

s

D
T
w

o
-S

to
ry

 F
ro

n
t G

a
b

le
 w

ith
 

A
d

d
-O

n

G
abled,one-story volum

e attached to a
gabled,tw

o-story volum
e of the sam

e
w

idth.R
oof pitches are typically 5 in 12.

G
abled front porches are placed asym

-
m

etrically on the front facade.

F
a
c
a
d

e
 C

o
m

p
o

s
itio

n

C
raftsm

an facade com
position is charac-

terized by an asym
m

etrical yet balanced
placem

ent of doors and w
indow

s.
T

ypically,w
indow

s occur in pairs and
m

ultiples,or as sidelights for oversized
ground floor w

indow
s.E

ntrance doors
are m

ost often under porches and off-
center.

C
o

m
b

in
a
tio

n
s

C
om

plex form
s and larger living spaces

m
ay be created by com

bining side
and/or rear w

ings w
ith the m

ain body.
G

abled or shed dorm
er m

ay be added to
introduce light into half-story and attic
spaces.T

he architectural character of the
attached parts should m

atch that of the
m

ain body.W
ings m

ust also conform
 to

setback requirem
ents.

2
8
'—

3
6
'

2
8
'—

3
6
'

2
8
'—

3
2
'

1
/3

1
/3

1
/6

1
/6

3
/4

1
/4

D
Tw

o-story front gable
A

Tw
o-Story B

asic

2
8
'–

3
6
'

3
0
'–

4
0
' 1
/2

1
/2

2
/5

1
/5

2
/5

C
 Tw

o-story W
ide

G
able-L

2
4
'–

3
2
'

2
8
'–

3
6
' 1
/2

1
/2

2
/3

1
/3

2
2
'–

3
0
'

1
/2

2
2
'–

3
0
'

1
/2

1
/4

1
/4

1
/4

1
/4

1
/5

1
/5

1
/5

1
/5

1
/5

1
/4

1
/4

1
/4

1
/4

2
4
'—

2
8
'
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8'-0"

7'-0"

9'-0"

7'-0"

R
o

o
f

T
he roof pitch on C

raftsm
an houses

varies from
 4 to 8 in 12.For G

able L
form

s,the pitch on the street facing
gables range from

 4 to 6 in 12.G
able

and shed dorm
er help to introduce light

into half-story and attic spaces.

E
a
v
e
s

D
eep eaves are a dom

inant characteristic
of C

raftsm
an houses.T

here are tw
o

types of eaves in the style:

A
B

oxed eave w
ith a 24-inch deep

slope.

B
E

xposed 2 x 8-inch rafter tails set 16
to 24 inches on center and cut per-
pendicular to the ground.

E
ave profiles have an 8- to 12-inch

frieze board above the w
indow

 head
trim

.T
his frieze board m

ay either touch
the w

indow
 head trim

 directly or rest
8

inches above.

P
a
rtia

l E
le

v
a
tio

n
 a

n
d

 S
e
c
tio

n
W

all Section &
 E

ave D
etails

T
ypical C

raftsm
an eaves

6
-8

1
2

1
8
”

- 2
4
”

8"

1
8
”

- 2
4
”

8
"

E
a
v
e
s

W
a
ll

O
ne-story houses have a m

inim
um

floor-to-ceiling height of 9 feet.T
w

o-
story houses have a m

inim
um

 floor-to-
ceiling height of 9 feet on the first floor,
and 8 feet on the second floor.Standard
w

indow
 head heights are 7 feet on the

first floor,and 7 feet on the second floor.
O

n clapboard houses,corner boards
should be no less than nom

inal ⁵⁄₄
by 6

inches.O
n tw

o-story houses,m
aterial,

color,or trim
 changes near the second

floor sill or first floor w
indow

 head lines
help give C

raftsm
an houses their dis-

tinctive low
,horizontal character.

B
a
s
e

T
he first floor of the C

raftsm
an house is

set 24 inches above finished grade.
Skirtboards are uncom

m
on.C

lapboard
or shake cladding m

aterials should not
com

e w
ithin 8 inches of finished grade;

only durable m
aterials like brick,stone,

and stucco m
ay com

e into direct contact
w

ith the soil.Foundation vents are cen-
tered under w

indow
s w

hen used.

1'-6" minimum
height at front of
house between 
finish floor and
finish grade

6-8”

4

1
2

S
q

u
a
re

 C
h

a
m

fe
re

d

B
o

x
e
d

 E
a
v
e
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1
2

3

1'-9"4"–6" 4"–6"

W
indow

s &
 D

oors

D
o

o
rs

S
p

e
c
ia

l W
in

d
o

w
s

1
'-9

"
6
"

6
"

1
'-9

"
6
"

6
"

1
'-9

"

3'-0"

3'-0"

4
"
–
6
"

2
'-0

"
1
'-6

"

3
"

1
'-0

"

3
"

3
"

3'-0"
2
'-6

"

6
"

d
o

rm
e
r

2
'-0

"

3
'-0

"

2
'-6

"

6
"

2
'-6

"

6
"

6
"

C
L

S
ta

n
d

a
rd

s
 W

in
d

o
w

s

W
indow

s on the first floor are usually
either ganged together in 3-,4-,or 5-
w

indow
com

binations or are entirely
com

posed of large picture w
indow

s.
W

indow
s on the second floor m

ay be
single,paired,or triples.Special accent
w

indow
s are incorporated into the com

-
position.W

indow
 pane patterns include

6 over 1,3 over 1,1 over 1,and 8 over 1.
D

orm
er w

indow
s are ganged together in

w
ide gable or shed dorm

er.

S
p

e
c
ia

l W
in

d
o

w
s

Special w
indow

s include angled bay
w

indow
s,picture w

indow
s,double-hung

w
indow

s,and sm
all,square,and rectan-

gular accent w
indow

s.P
icture w

indow
s

are typically paired w
ith sidelights

and
transom

s,and have a special pane
pattern,or stained glass upper sash.

D
o

o
rs

C
raftsm

an doors are often stained w
ood

w
ith either a plank or panel design.

D
oors m

ay have decorative,leaded glass
sidelights and transom

s in A
rts &

 C
rafts

patterns.

T
rim

T
w

o styles of trim
 provide variety across

C
raftsm

an houses:a form
al 6-inch w

ide
trim

 w
ith sim

ple cap m
old,or a tapered

6-inch w
ide board.

2
'-8

"

5'-6"5'-10"

2
'-8

"

5'-10"

5 1/2"

2
'-0

"
4
 1

/2
"

S
e
c
o

n
d

 F
lo

o
r

F
irs

t F
lo

o
r

2
'-8

"

5'-2"

W
in

d
o

w
s

6'-8"

3
'-0

"
3
'-0

"

9"

4"5"

5 1/2"

1'-2"

5
 1

/2
"

2'-6"

2
'-8

"

5'-10" 6"

2
'-0

"
4
 1

/2
"

3
'-0

"

8"

3
1
2

5'-10"12" 10" 5"

6
"
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Porches
P

o
rc

h
e
s

Porches m
ay have gable-end,shed or

com
binations of the tw

o roof form
s.

T
ypically,porches have deep eaves w

ith
the sam

e rafter or cornice treatm
ent as

the body.G
able-end porches

are designed to express the structural
elem

ents.

C
o

lu
m

n
s
 &

 R
a
ilin

g
s

C
olum

n types include square posts
(often in pairs or m

ultiple groupings),
tapered box colum

ns,and round T
uscan

colum
ns.V

ictorian-era bungalow
s have

Ionic or C
orinthian colum

ns typically
set on top of square piers or solid porch
railings/surrounds.Porches using the
Ionic or C

orinthian orders are typically

C
o

lu
m

n
 T

y
p

e
s

T
a
p

e
re

d
 B

o
x

Io
n

ic
 o

n
 S

o
lid

 R
a
il

P
a
ire

d
 C

o
lu

m
n

s

1
2
"
–
1
4
"
.

1
0
"
–
1
2
"
d

ia
.

1
8
"
–
2
4
"

5'-0" Typ.4'-0" Typ.

5'-0" 2'-0"3'-0"

In
s
e
t P

o
rc

h

m
atched w

ith m
ore form

al,boxed eaves
that often have decorative brackets
spaced 2 to 3 feet on center.

P
o

rc
h

 L
o

c
a
tio

n
 &

 M
a
s
s
in

g

In this style,porches and porch loca-
tions vary considerably and are used to
create a num

ber of spatial effects.
Porches are broad and low

 w
hen pre-

sent,and can w
rap the house or fill in

the void created by an L
-shaped house

plan.A
s in other styles,full front

porches are encouraged.
M

inim
um

 porch depth is 8
feet.For

w
ood deck porches,the gaps betw

een
brick piers are infilled w

ith lattice pan-
els.Solid porches should be faced in
brick.

8
"
–
1
0
"
s
q

.

6'-0"2'-6" 

B
uilding section

3
½

"

3
½

"

3¼"3"

1
½

"
s
q

.

R
a
il D

e
ta

ils

5
¼

"

2
"

s
q

.

2
½

"

1¾"1"3"

B
o

x
 C

o
lu

m
n

1
0
"
–
1
2
"
s
q

u
a
re

Partial elevation
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M
a
te

ria
ls

S
id

in
g

: Shingles,w
ood,or fiber cem

ent
board;a base for porches and supports
for half colum

ns.
Q

uality vinyl products
w

ill be considered.

R
o

o
fin

g
:C

edar shakes or asphalt/fiber-
glass shingles.

W
in

d
o

w
s
:D

ouble-hung,energy-effi-
cient w

ood;
P

V
C;alum

inum
-clad or alu-

m
inum

,w
ith external divided lights

(¼
-inch m

untins) or solid vinyl

T
rim

:W
ood,fiber,cem

ent board,com
-

position board,or polym
er m

illw
ork for

built-up sections;historic polym
er

reproductions are also perm
itted.

C
o

lu
m

n
s
:W

ood,fiberglass,or com
posi-

tion board box colum
ns;historic poly-

m
er or fiberglass reproductions of round

colum
ns are also perm

itted.

R
a
ilin

g
s
:W

ood top rails w
ith square

balusters on solid railings of w
ood,cut

M
aterials &

 Possibilities

shingle,siding,or brick.

S
o

ffits
 a

n
d

 P
o

rc
h

 C
e
ilin

g
:B

oxed soffits
are sm

ooth.E
xposed eaves should have

a beaded board appearance.

G
u

tte
rs

:O
gee,half-round prim

ed,or
pre-finished m

etal;
P

V
C

is also accept-
able in a color that m

atches the trim
.

D
o

w
n

s
p

o
u

ts
:R

ectangular,round,
prim

ed,or pre-finished m
etal;

P
V

C
is

also perm
itted

in a color that m
atches

the trim
.

S
h

u
tte

rs
:H

istoric w
ood,polym

er,or
fiberglass reproductions m

ounted as if
operable.

F
o

u
n

d
a
tio

n
s
:Parged concrete or brick

veneer.

C
h

im
n

e
y
s
:B

rick.

F
ro

n
t Y

a
rd

 F
e
n

c
e
s
:W

ood,pre-finished
m

etal,stone,or m
asonry.

R
e
a
r Y

a
rd

 F
e
n

c
e
s
:V

inyl,painted w
ood,

pre-finished m
etal,or m

asonry.

P
o

s
s
ib

ilitie
s

2
8
'–

3
6
'

2
8
'–

3
6
'

D
Tw

o-story w
ide gable L

B
O

ne-and-one-half-story front gable

3
2
'–

4
0
'

A
Tw

o-story side gable

2
4
'–

3
2
'

B
O

ne-and-one-half-story side gable

2
4
'–

2
8
'

2
4
'–

2
8
'

B
O

ne-and-one-half-story side gable

D
Tw

o-story w
ide gable L

2
2
'–

3
0
'

2
8
'–

3
6
'

A
Tw

o-story basic
A

Tw
o-story basic




